












MPP - Modular parallel panel

Mounted on the genset, complete with digital control unit InteliVision5 for monitoring, 
control, protection and load sharing for both single and multiple gen-sets operating in 
standby or parallel modes (up to 32 gen-sets in island). 

DIGITAL INSTRUMENTATION
• Mains: voltage, Intensity, Frequency.
• Mains kW - kVAr -Power factor Cos f.
• Generating set voltage (3 phases).
• Generating set frequency. 
• Generating set current (3 phases).
• Generating set Power (kVA - kW - kVAr).
• Generating set Power factor Cos f. 
• Generating set kWh and kVAh. 
• Battery voltage.
• Hours-counter.
• Engine speed r.p.m.
• Fuel level (%).
• Engine temperature (depending on model).
• Oil pressure (depending on model).

COMMAND AND OTHERS
• Graphical display 320x240 pixels.
• Operation modes: OFF - AMF function - Single Parallel to mains Island application - 
Single Parallel to Mains AMF application - Multiple parallel genset Island application. 
• Pushbutton for forcing Mains Breaker/contactor or Genset Breaker/contactor.     
• Push-buttons: start/stop, fault reset, up/down/page/enter selection.
• Multiple parallel and Power Management operation with digital load  AVR sharing.
• Automatic synchronizing and power control (via speed goveroner or ECU)
• Baseload Import/Export and Peak shaving
• Voltage and PF control (AVR).
• Configurable digital I/O (12/12) and analogue inputs (3).
• Integrate PLC programmable functions.
• Event-based history (up to 500records).
• Selectable measurement range 120/277V and 0-1/0-5A.
• Remote starting and Blocking signal availability.  
• DC system disconnection switch.
• Acoustic alarm.
• Automatic battery charger.
• 2xRS232/RS485/USB Comunication ports.
• Settable PASSWORD for protection level.

PROTECTION WITH ALARM AND SHUTDOWN
• Engine protections: low fuel level, low oil pressure, high engine temperature. 
• Genset protections: under/over voltage, overload, under/over frequency, starting 
failure, under/over battery voltage
• Others: overcurrent, shortcircuit, reverse power, Earth fault

OTHERS PROTECTION:
• Circuit breaker protection: IV poles Motorized.
• Emergency stop button.
• Panel protected through door with lochetable handle

OUT PUT PANEL MPP

Multi-pin connectors (in and out ) for parallel with other 
generators

n 2

Connecting cable with 2 connectors multipin (length 10m) n 1

External terminal board



Supplements:

To be ordered with equipment (when necessary) :

CONTROL PANEL SUPPLEMENT

RCG - Various supplements for remote controls - available for 
models:

ACP MPP

TLP - Various supplements for remote signals - available for 
models:

ACP MPP

ADI - Adjustable Differential Intensity - available only for 
models:

ACP

TIF - IV Poles Circuit Breaker instead of III - available for 
models:

ACP

Socket kit

Kit SKB or Kit SKC (for total n. 4 socket) - available for model:

Individual CB and Earth Fault protection

3P+N+T 400V 63A n 1

3P+N+T CEE 400V 32A n 1

230V/16A SCHUKO n 1

With version SKB:

3P+N+T CEE 400V 16A n 1

With version SKC:

400V/125A 3P+N+T CEE n 1

GENSET EQUIPMENT

LPT - Leak Proof Tray

AFP - Automatic Fuel Pump ACP MPP

ENGINE SUPPLEMENTS

PHS - Coolant Pre-Heating System - available for models: ACP MPP



Accessories

Items available as accessory equipment

LTS - Load Transfer Switch [Accessories for ACP Automatic Control Panel]

The Load Transfer Switch (LTS) panel operates the power supply changeover between 
the generator and the Mains in backup applications, guarantying the feeding to the 
load within a short period of time.
It consists of a standalone cabinet which can be installed separate from the 
generating set. The logic control of the power supply changeover is operated by 
means of the Automatic Control Panel (ACP) mounted on the generating set, so 
therefore none logic device is required on the LTS panel.

LTS Type ATyS_D:
• Box type:  steel enclosures
• Installation mode: Wall mounted <400A; Floor Standing =>630A
• Door: Hinged door closed with double barb locking.
• Ingress Protection: IP43
• Gland Plates: Removable on the top & bottom side
• Connections: Bottom/Bottom
• Motor unit
• Gland Plates: Removable on the top & bottom side
• Connections: Bottom/Bottom
• Motor unit
• Switch position indicator
• Auto/Manual cover selector
• Housing for manual handle
• Padlocking mechanism
• Two side by side mounted load break switches
• Poles 4  
• Double coils self-powered 
• Voltage (coils): 208/277VAC (Tolerance+/-20% 166/333VAC) 
• Frequency 50 & 60HZ
• Interface ATyS D10, fixed on the door for the status indication:  Two lights to indicate 

the voltage presence of the grid and the diesel generator;  Two lights for the switch 
position; Functionality mode (auto/manual) and cover protection IP65.

• Compliant with IEC 60947-3, EN 61439-6-1 and GB 14048-11

LTS SUPPLEMENTS AVAILABLE ON REQUEST:
• ESB -  Emergency Stop Button (installed on the panel front)
• APP - Additional IPXXB Protection (internal plexiglass)

The information is aligned with the Data file at the time of download. Printed on 02/03/2022 (ID 8886)

©2022 | PR INDUSTRIAL s.r.l. | All rights reserved | Image shown may not reflect actual package. 
Specifications subject to change without notice 

:  28 McIntyre Street, Mornington.  TASMANIA 7018          EMAIL:  sales@dgaus.com.auPOWER ANYTIME


